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Description
5V is an exposed fastener panel manufactured with 
Versa-Steel® 4026 for use over solid substrate only. The 
26-gauge panel is roll formed with ½” ribs for strength 
and stability. Panels have two-inch overlaps that provide 
weather tightness and facilitate installation. 

Advantages of 5V Panels
Architectural appearance›	
Low maintenance›	
Fire resistance›	
Easy to install on new solid decking ›	
40-year manufacturer’s limited warranty on ›	
Versa-Steel® 4026 painted metal system

Typical Roofing Applications
Agricultural›	
Residential ›	
Light Commercial›	
Architectural›	

Standard Specifications
Versa-Steel›	 ® 4026 painted metal system 

26 GA Galvalume›	 ® substrate 
50 ksi yield strength›	
18 standard colors:  ›	
Black, Blue, Brown, Burnished Slate, Cayenne Red, 
Charcoal Gray, Copper Penny, Dawn Gray, Deep Green, 
Gallery Blue, Gold, Light Stone, Marine Green, Polar 
White, Rich Red, Sage Green, Tan, and Taupe

24” cover width ›	
1/2” rib height ›	
Standard lengths to 40 feet, cut to the inch›	
3:12 recommended minimum roof pitch›	

Options
Custom colors ›	
Custom trim ›	
Matching colors for trim and accessories ›	
26 GA Acrylic-coated Galvalume›	 ®

29 GA Acrylic-coated Galvalume›	 ®

29 GA Bare Galvanized ›	
Inquire about longer lengths›	
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