™ Columbia, SC e Harrisonburg, VA
Telephone: 803.251.5000 Toll Free: 866.775.5002

n n n a unit of CSi* Website: www.ccg-csi.com e E-mail: info@ccg-csi.com

4000VR Panel

Multipurpose Exposed Fastener Roofing & Siding Panel

Description Standard Specifications
4000VR is a light-gauge roofing and siding panel > Versa-Steel® 4029 painted metal system
manufactured with Versa-Steel® 4029. Panels are > 29 GA Galvalume® substrate

rollformed with five major and eight minor ribs for > 80ksiyield strength
> 19 standard colors:

strength and stability. The tight-fitting overlap features Black, Blue, Bright Red, Bright White, Brown, Burgundy,

an anti-siphon groove for excellent drainage and Burnished Slate, Charcoal, Clay, Copper Penny,

moisture control. Gallery Blue, Green, Ivory, Light Gray, Light Stone, Red,
Tan, White, and Zinc Gray

36” cover width

%” major rib height

Standard lengths to 40 feet, cut to the inch

3:12 recommended minimum roof pitch

Advantages of 4000VR Panels

> Universal roofing and siding panel

> Highly durable and low maintenance

> 40-year manufacturer’s limited warranty
on Versa-Steel® 4029 painted metal system Options
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Custom colors
Custom trim

Typical Roofing & Siding Applications
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> Agricultural Matching colors for trim and accessories
> Commercial 29 GA Acrylic-coated Galvalume®
> Industrial Inquire about longer lengths
> Residential
Anti-siphon Sidelap
Overlap 9" Underlap
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36" Cover Width

Effective December 2009 | CCG.4000VR



